




Drawn By:
Date:

roject #

7/ia m^&ee^^
tez '— '

REVISIONS

^
2

L
DISCREPANCIES MI'S T BE REPORTED TO THE ARCHITECT! S BEFORE PROCEEDING.1'U^ttt1/1".l^o"

|t^>HP^Tf(^N flAN g

-i-

,'FIN

V
•&

[ ^Sla  .
^ix  I^

li
Pi

> i

a^sa^^isi

@
IPA,

VFCIPI
6S

Exterior Door      3'-0" x 6'-8" to match front door (no side lights! LH
PREHUNG EXTERIOR SIMPSON CRAFTSMAN STYLE FIR SOLID 2 PIECE LAMINATED STILE AND
RAIL DOOR UNIT, 1 LITE, 1/4 CLEAR LOW E INSULATED GLASS OVER 1 FLAT PANEL, OVOLO
STICKING, 6-9/16" PRIMED FRAMESAVER IAMBS WITH BRONZE COMPRESSION WEATHERSTRIP
SQUARE CORNER OIL RUBBED BRONZE HINGES BORE FOR LOCK AND DEADBOLT. 2-3/8"
BACKSET MAHOGANY SILL WITH 6" LONG SILL HORNS NO EXTERIOR CASING

R.O. 2'-5" x 3:- 7 5/8"

R.O. 2'-l" x 3'- 7 5/8"

ELCA 2943 E

ELCA 2543

ADD3

ADD4

ADD1    ELCA3755 2WE R.O. 6'-l" x 4'-7 5/8"

-ASB^CLCA 2943 CR.O. 2'-S" x 3'- 7 5/0"

WINDOWS & EXTERIOR DOOR - ADDITION

Marvin Elevate to match existing. Elevate wood casements, black interior and Ebony Exterior.
IG Low E2 w/argon. No grills, Ebony Screens. Hardware Oil Rubbed Bronze. Extension jambs.




